
NO. PART NO. DESCRIPTION QTY

1 110MA Resonated Centre Section 1

2 112MA Rear Silencer 1

3 113MA Rear Silencer Mounting Bracket 1

4 114MA Polished Twin Ø76mm Daytona Trims 1

Fit Kit

5 Z016.10004 55-59mm Clamp 1

6 Z016.10064 63-68mm Clamp 2

7 Z017.10808 M8x16mm Cap Head Bolt 2

8 Z017.10825 M8x25mm Washer 2

Part No.

Fit Kits

Features

Car

Year

Notes

Mazda MX-5 4ND 1.5 & 2.0 Including RF Models

2015-Current

Where not supplied use original fittings.
Original system requires cutting.

SMZ009

330FK

Pipe Diameter:- 63.5mm

NOTE: ENSURE SCORPION SYSTEM IS CLEAR OF MOVING PARTS AND ALL ORIGINAL FUNCTIONS WORK CORRECTLY.
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ISSUE 01

AUTHORISED S Shipley

ss‘STAY CONNECTED TO RED POWER.

Estimated Fitting Time: 80 Minutes
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To fit this Scorpion system the 
original system needs cutting:

Measure 75mm back from the 
heat shield after the catalyst. 
Once cut de-bur the pipework 
as the Scorpion system fits over 
it.

Fit the system following the line 
diagram on the previous page.
Once happy with fitment of 
Scorpion Exhaust, fully tighten 
up all clamps.


